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WARNING

DANGER

Connecting the VDB to a hot <chassis television set,
(i.e. 110 volts) will cause destruction of the ground traces
on the PC boards, damage to IC's, and may even damage other
PC boards in your computer.

Please be advised that this action will wvoid the
warranty and in this case TDL will not be responsible for

damage to other equipment.



How to Set the VDB Sense Switches

‘C Looking at the VDB switches as they appear (upside down).
4 1. For the RAM Driver Programs-Ports
E@-E3
: *=Don't Care | of f

87 65 4 321

’ 2. For the EPROM Driver Program-Ports
Sc=9r

¥l - off

87 65 4321
! - Note that the Driver Programs regquire a jumper between

points A and B (front board).

i How to Set SMB + SMB2 Sense
Switches for VDB as Console

"3

w

1. For SMB see VDB boot flier.

n 2. For SMB2 (with EPROM) switches upright.

SW 1 on
off

123 4 5678

SW 2 on
off
1234 5 6
[ SW 3 on __FI!I‘ X
off | | #{¥ | ¥*
1234 56 7328

- Please note as stated in the SMB2 manual that at SW 3-
' switches # 7&8 should not be on at the same time.
[ - also note that the positioning on the "don't care" (=IN)
are as tecommended fot reading our cassette tapes at 1200 Baud.

L - The position of SW 3#3 (Cassette Reading Polarity) may
have to be changed depending on your tape recorder.



How to use the VDB boot cassette

These are the steps required to use the self-booting feature of
the VDB driver supplied on TDL cassette.

1. Set video port to 9600 BAUD RATE. *Note: Must be 2K of
RAM in SMB.
2. Set I/O configuration switches to:
console = BATCH MODE g11g19g1¢g
reader = CASSETTE
punch = (CASSETTE)

list = VIDEO
m-w

3. Hook SMB cassette input to speaker output of cassette player.

4. Adjust volume to slightly piercing (unplug speaker jack for
some units).

5. Rewind cassette to beginning.
6. Turn on Xitan computer.

7. Press reset button. Video monitor on VDB should show
miscellaneous data.

8. Start cassette. Wait & 2 minutes. If load was successful,
go to step #10.

9. Switch "INVERT" switch on cassette (see SMB manual) & go
to step #5.

~10. VDB will go clear, and "ZAPPLE V1.0" will sign on.

11. The console input will be the VDB parallel input port.

12. Set "CONSOLE" configuration to "USER" mode on I/O configuration
switches. , (Extreme right switch position "IN" on top).





























































































































































































